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v Odhad nakladt - cenova optimalizace
pripoje, vyuziti u rznych typu vyrobcu
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v Pre-design - ¢asové srovnani automatizovaného
a manualniho navrhu



CENY OCELOVYCH KONSTRUKCI

Ma smysl resit?

o Optimalizace
o Efektivita
o Uhlikova stopa

o Udrzitelnost

o Obnovitelnost

o Zelenaenergie

Téma skutecné X Marketingové
?27?7?




CENY OCELOVYCH KONSTRUKCI

Rust cen v uplynulém obdobi

Price of steel continues to soar
Hot-Rolled Coil Steel Futures Continuous Contract

$1,825
$1,500
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500
2017 2018 2019 2020 2021
CHART: LANCE LAMBERT + SOURCE: MARKETWATCH FORTUNE
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CENY OCELOVYCH KONSTRUKCI

ResSerse - Priklad ocelového dilce
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CENY OCELOVYCH KONSTRUKCI
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Cena celého
ocelového dilce

(1.128 €)

Material - profile
Material - parts
Material - bolts
Blasting
Cutting - beam
Cutting - parts
Sawing

Drilling
Welding
Coating
Transporting

Erecting




CENY OCELOVYCH KONSTRUKCI

Cena pripojovych
detailu

27 % (413 €)

Material - parts

Material - bolts

‘l. = Cutting - beam
= Cutting - parts
= Drilling
= Welding

connections

27%

profiles
73%




Ruzni vyrobci ocelové konstrukce

Zamecnik Franta Mostéarna
levnéjsi naklady na préaci drazsi naklady na préaci
levnéjsi svaf. malych svaru levnéjsi svar. vétSich svaru
levnéjSi vrtani mensich dér levnéjsi vrtani vetsSich dér
drazsi material levnéjsi material
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Jednotkoveé ceny jednotlivych komponent

L Ocel - . . & -
Ocel - material obrabéni Ocel celkem | Svary koutové Svary tupé Srouby vrtani
[Ké&/kg] [Ké&/kg] [KE&/kg] [Ke/kal [Ke/kgl [Ke/kal [% Sroubu]
<15 > 15
S235 | S355 S235 | S355 [<8mm|=8 mm <M20 | 2 M20
mm mm
Zamecnik Franta 50 55 40 90 95 200 300 250 350 550 650 30
Mostarna 40 45 70 110 115 300 300 300 300 400 450 20




DEMO - zadani do IDEA Connection

Cena Ocelové éasti

Typ
c:j Cona Uzivatelské preference 4 Tiida oceli [€/kg]
Ocelové casti Viechny nedefinované 30 u
~SL . Koutové svary
o g Pre-design Tupe
Sl upé svary
Sestavy Sroubd
Vrtani otvord

Sablony




Navrh bez optimalizace Celosvarovany pfipoj |Optimalizovany Sroubovany

Franta 3,273 K¢& 824 K¢ 1,868 K&
100% -75% -43%
Mostarna 3,107 K¢& 1,062 K¢ 1,718 K&
100% -66% -45%




POROVNANI CEN

Vystup - protokol

Odhad nakladu

Ocel
Trida oceli
5235
Srouby
Sestava Sroubd
W20 8.8
Svary
Uginna tloustka
Typ svaru [mm]
Oboustranny svar 50
Oboustranny svar 7.0
Vrtani otvord
Naklady na sestavu
Sroubl
[Ke]

894,92

Celkova cena

Statika a technologie 2021

Celkova
hmotnost

[kg]
14,26

Celkova
hmotnost

[kg]
1,99

Velikost svaru

[mm] [kg]
7.1 0,82
9.9 0,73

Celkova hmotnost

Jednotkova cena
[KElkg]

110,00

Jednotkova cena
[Ké/lkg]

450,00

Jednotkova cena

[Ké&/kg]
300,00
300,00

Procento z nakladi na montaz sroubd

[%]

20,0

Shrnuti odhadu naklada

Celkovy odhad naklada

Naklady
[Ke]
3106,03

Naklady
[Ke]

1568,11

Naklady
[KE]

894,92

Naklady
[Ke]
244 60
219,41

Naklady
[Ke]

178,98



Nova funkce v BETA rezimu

[ v LEVEL 1 - Uzivatel ]

v LEVEL 2 - Uzivatel + Licence / firma

v LEVEL 3 - Uzivatel + Licence / firma + Cloud
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EN 1993-1-8 : 2005 (E)

Vzdalenosti Sroubu

3.5 Positioning of holes for bolts and rivets

(1) Minimum and maximum spacing and end and edge distances for bolts and rivets are given in Table

i3
1993-1-9.
Typ Pre-design Sestavy Sroubii
f‘j - Obecné + Xonstruktni zisody [nésobek primén Sroubul Table 3.3: Minimum and maximum spacing, end and edge distances
1 Sestavy roubd Vzdalenost od konce 200 Di d Mini Maxi 0213
ta
) Pre-desi Operace Vzdélenost od okraje 2,00 s]:::cirr:;zs an fmum aximum
q % re-design . ) N -
Sablony — 300 see Figure 3.1 Structures made from steels confor_mlng to Structures made from
Vadslenost od stény = EN 10025 except steels conforming to R
5 steels conforming to
EN 10025-5 EN 10025-5
Steel exposed to the | Steel not exposed to Sicel used
weather or other the weather or other
o S unprotected
comosive infl corrosive infl
. The larger of
End distal 1 41+ 40
nd distance ¢, 2dy mm 8t or 125 mm
. The larger of
3 +
Edge distance e, 1.2d, 41+ 40 mm 87 or 125 mm
Distance e 1
in slotted holes 1,5d,
Distance e, 1.5d, ¥

in slotted holes

The smaller of The smaller of The smaller of

Spacing pi 22| 1410200 mm 14t or 200 mm 141, or 175 mm

The smaller of

Spacing pi 14 or 200 mm

Soaci The smaller of
pacing py; 28: or 400 mm

Soacin 5 24d The smaller of The smaller of The smaller of
pacing px i 14¢ or 200 mm 147 or 200 mm 144y 01 175 mm




v % tahové / smykové
unosnosti pripojeného
plechu

v rozumny zacatek
navrhu dle predvoleb
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Spocitejte, co jste v€éera museli odhadovat



